
Polipak was established in 1978 and is one of the leading manufacturers of 
Polyester(PET) and Polypropylene (PP) strapping in the world with an annual 
capacity of more than 10000 tons.

Polipak manufactures a wide range of straps in different colors and sizes at its 
ultra-modern manufacturing facility in Istanbul, Turkey. It is one of the few com-
panies in the world operating a twin-screw PP/PET production line thereby 
ensuring complete control on size and quality.

All Polipak straps are made of prime raw materials processed under strict quali-
ty control using prime additives resulting in premium split & slip resistant straps 
with high tensile & joint strengths.

Polipak has now joined hands with SAS International, one of the leading lash-
ing & packing solutions provider in GCC region to market & distribute its prod-
ucts in this region.  A comprehensive range of Polipak products will be availa-
ble ex-stock at SAS facility in Dubai and can be delivered to all areas and ports 
of UAE and surrounding regions in a very short time.



Dimension Length Strength

9mm x 0,60 3000 mt. 170 kg

12mm  x 0,60 2500 mt. 275 kg

12mm  x 0,70 2000 mt. 300 kg

14mm  x 0,80 1400 mt. 350 kg

16mm  x 0,60 1800 mt 360 kg

16mm  x 0,70 1500 mt. 400 kg

16mm  x 0,75 1350 mt. 425 kg

16mm  x 0,80 1300 mt. 465 kg

16mm  x 0,90 1200 mt. 520 kg

16mm  x 1 1100 mt. 565 kg

19mm  x 0,80 1000 mt. 580 kg

19mm x 0,90 1000 mt. 615 kg

19mm  x 1 1000 mt. 700 kg

19mm  x 1,27 700 mt. 820 kg

Dimension Length Strength

12mm  x 0,60 2500 mt. 305 kg

12mm  x 0,70 2000 mt. 360 kg

12mm x 0,75 1750 mt. 400 kg

16mm  x 0,60 1800 mt 425 kg

16mm  x 0,70 1500 mt. 475 kg

16mm  x 0,75 1350 mt. 500 kg

16mm  x 0,80 1300 mt. 570 kg

16mm  x 0,90 1200 mt. 615 kg

16mm  x 1 1100 mt. 640 kg

19mm  x 0,80 1000 mt. 685 kg

19mm  x 0,90 1000 mt. 745 kg

19mm  x 1 1000 mt. 820 kg

19mm  x 1,27 700 mt. 975 kg

Dimension Length Strength

12mm x 0.75 1750 mt. 275 kg

16mm x 0.75 1400 mt. 365 kg



PET Strapping Tensioner:
It is used with metal buckles.  It shears strapping automatically.

Buckles:
13mm - 16mm - 19mm sizes are available.

Metal Buckle (for PP Strapping):
12mm and 16mm in sizes and is used in conjunction with strap 
sealers.

Strapping Dispenser Cart:
It has different dimensions for PP and PET strapping.  Easy to 
transport and storage.

Semi-Automatic Machine:
For PP straps.  Dimensions between 6mm-16mm.  Strap 
tension is between 15-45 kg.

Battery Charged Machine:
Adjustable tension and heat.  It tensions, seals and cuts 
strapping automatically.

PP Strap Sealer:
For 12mm-16mm PP straps.  Is easy to use.

Strapping Tool
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